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	  	SOLD-Nordson March AP-300 Plasma System (Plasma Cleaner), Manufactured in October 2011, with Edwards Vacuum Pump E2M28, Adixen OME 40 S Filter, and Hose
	 
            A compact and benchtop model, the Nordson March plasma system AP-300 has a volume capacity of 33.1 liters, supported by up to seven (7) adjustable shelves in the reaction chamber. It operates at temperature ranges of 12Â°C to 30Â°C, in either automatic or manual mode. Single or multiple recipes can be programmed in one operation.Sturdy in construction, the Nordson AP-300 has an aluminum frame with thermoplastic panels. Except for the vacuum pump, it houses the process chamber, electronics, RF generator, and matching network.
Gases Used:
 	 Clean, dry air (CDA)
	 Argon
	 Helium
	 Nitrogen
	 Oxygen
	 Carbon dioxide
	 Carbon tetraflouride
	 Sulfur hexafluoride

Specific Uses:	 Etching (removal or photo-resist polyimide residue, silica-based coatings).
	 Adhesion Promotion (addition of active chemical groups to the substrate for improved adhesive bonding).
	 Cleaning (light removal of material and contaminates such as organic residue, oxidation, and metal salts).

Medical and Life Science Applications:	 Stent and catheter cleaning and bonding.
	 Enabling adhesion on noncompatible materials.
	 Tack reduction of silicone-molded parts.
	 Increasing lubricity.

The Nordson AP-300 also has semiconductor and microlectronic applications, for example, pre-die attach, pre-wire bonding, pre-mold and encapsulation, and pre-flip chip underfill.Includes:
	 One (1) each Edwards vacuum pump (230VAC), model E2M28, prepared and filled with Fomblin, and comes with an Adixen OME 40 S filter and a hose.

Condition: Excellent, previously-owned, used, clean; includes a vacuum  pump, filter, and hose. Sold "as is." Buyer is responsible for determining the suitability of this product for their application.

            
			


	  
 	[image: ]
 
			[image: ]
	 
            	Item Code:	PRO-3144
	Model:	AP-300 (plasma cleaner) with E2M28 (pump)
	Manufacturer:	Nordson March (AP-300) and Edwards (E2M28)
	Availability:	Sold
	Selling Price:	Sold
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            	Electrical Requirements:	100-230VAC, 50/60Hz, 3.5A @208V, Single Phase.
	Maxiumum Current:	10A
	Largest Motor Load:	1600VA
	Temperature Range:	12Â°C to 30Â°C.
	Internal Dimensions (AP-300):	10.5"Wx18.3"Dx10.5"H
	External Dimensions (AP-300):	22.4W x 40D (incl. power cord/protrusions) x 28-1/8H in.
	Ports:	Exhaust, Ethernet, I.P.C.
	Gas Connection:	1/4-inch Swagelok
	External Dimensions (Edwards pump):	8W x 24.5D x 25H (with Adixen filter)
	Net Weight:	488 lbs. + 150 lbs. (pump)
	Shipping Weight:	Dimensional weight (pallet). Please request a quotation.
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	  Call us today for details. 
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