 Please call LabCommerce at (408) 265-6482 for more information.  Ask about our wide variety of laser optics ">
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	  	Newport P/N 803270 (New Focus Model #8816-6) Motorized Stability Mount, 25.4 mm Optic Diameter
	 
            This Newport 803270 (New Focus Model No. 8816-6) Motorized Stability Mount has a 1" diameter and is 6 mm thick. 
Condition: Excellent, clean, previously-owned, but appears to be unused.  Sold "as is" without warranty, expressed or implied. Buyer is responsible for determining the suitability of this product for their application.
Quantity Available: Six (6) each, with serial nos. clearly marked. Each individual mounting apparatus is similar in condition; however, serial nos. are different for each item.
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            	Item Code:	LAS-2398
	Model:	Newport P/N 803270 (New Focus Model # 8816-6)
	Manufacturer:	Newport
	Availability:	Sold
	Selling Price:	Sold
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            	Type:	Center mount
	Optic Diameter:	25.4 mm
	Optic Thickness:	6 mm
	Clear Aperture:	22.8 mm
	Motorized Axes:	2
	Angular Range:	Â± 4Â°
	Angular Resolution:	0.7 urad
	Thread Type:	8-32 and M4
	Mechanism:	Picomotor Actuator
	Cable Length:	2.1m
	Connector Type:	4-pin RJ-22
	Wavefront Distortion:	
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	  Call us today for details. 
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