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	  	SOLD - Brookfield Viscometer Measures Low Viscosity (for inks, oils, solvents) with Factory-Bundled Software (CD-PROGA-026)  and Manual, Input: 115VAC; Includes Brookfield Refrigerating/Recirculating Bath TC-550SD-115 and Accessories
	 
            SOLD - Designed for inks, oils and solvents, the Brookfield Viscometer, model DV2TLVCJ0, measures fluid  viscosity, down to low viscosity levels, at given shear rates (in units of reciprocal seconds or 1/sec). Viscosity appears in increments of 200, from 1-6000 cP (miniPascals). 
This Viscometer comes with a Brookfield TC-550SD-115 refrigerating/recirculating bath, with a lid to maintain temperature, ranging from -20Â°C to 170Â°C. Temperature stability for the bath registers at  0.04Â°C. The bath has a 2-speed pump to ensure 11 liters per minute (LPM) flow rate.
 The following parts and accessories are included with the viscometer and bath: 
	 Two (2) power cords 
	 USB cables  
	A manual for the Viscometer DV2T 
	 A factory-supplied bundled software disk, CD-PROGA-026, loaded with PG Flash V1.0, PowderFlow Pro V1.2 Bld 20, EZ-Yield V1.4, Rheovision V2.15 Bld 30, DVLoader V2.1, Rheoloader V1.14, TextureLoader V1.1 Bld 5, and utilities/demos.

  Following are the Technical Specifications for the Brookfield TC-550SD-115 Refrigerating/Recirculating Bath: 
	 Electrical Requirements (Water Bath): 115VAC, 60Hz, 12A;includes a power cord and a USB Cable  
	 Temperature Range: -20Â°C to 170Â°C with temperature stability of 0.04Â°C  
	 Type of Controller: Secure Digital (SD)  
	 Cooling: Refrigerant  
	 LCD/Scroll Touch  
	 Internal Dimensions (bath): 5.59Wx6.18Dx5H inches  
	 External Dimensions (bath): 16Wx25Dx16.25H inches

 Condition: Excellent, tested, clean, previously-owned, used. Sold "as is" without warranty expressed or implied.  Buyer is responsible for determining the suitability of this product for their application.
 SOLD Quantity Available: One (1) each Brookfield Viscometer DV2TLVCJ0 with bundled software and operating manual, and one (1) each Brookfield TC-550SD-115.
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            	Item Code:	TME-3206
	Model:	DV2TLVCJ0 (Viscometer), TC-550SD-115 (Bath)
	Manufacturer:	Brookfield
	Availability:	Sold
	Selling Price:	Sold
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            	BROOKFIELD VISCOMETER:	Model DV2TLVCJ0
	Electrical Requirements:  (90-260V)	Input: 115/230VAC, 50/60Hz, 150 VA Power, with power cord.
	Speed Range:	1-6000 cP (mPascals) in 200 increments.
	External Dimensions:	13.75W x 11.5D x 19.25H inches.
	Includes:	Factory-Bundled Software CD-PROGA-026 & manual.
	Net Weight:	14.5 lbs. + 2 lbs. (manual & accessories) = 16.5 lbs.
	BROOKFIELD RECIRCULATING/REF. BATH:	Model TC-550SD-115
	Electrical Requirements:	115VAC, 60Hz, 12A; includes a power cord.
	Temperature Range:	-20Â°C to 170Â°C with lid.
	Temperature Stability:	0.04Â°C
	Flow Rate:	11 liters per minute.
	Includes:	Lid, power cord and USB cable.
	Internal Dimensions:	5.59W x 6.18D x 5H inches.
	External Dimensions:	16W x 25D x 16.25H inches.
	Net Weight:	90 lbs.
	Overall Shipping Weight (viscometer and bath):	Dimensional Weight (shipped on a pallet): >300 lbs.
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	  Call us today for details. 
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