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	  	SOLD - Test-A-Pack Systems (Carleton Technologies) F100-2600-3 Seal Strength Tester with Closed Package Test Fixture
	 
            SOLD - The Test-A-Pack Systems (Carleton Technologies) Seal Strength Tester, model F100-2600, allows three operator-controlled tests: burst, timed creep, and creep-to-burst (dual test). It is menu-driven, with capabilities for data export and setup. The main unit has the following ports located in the back panel: pressure inlet port, outlet pressure port, pressure sensing port, rocker switch, power entry module, DB-25 parallel printer connector, and DB-9 serial out connector. Included with the unit is a closed package test fixture (base for this fixture will be custom-made and included also).
Condition: Very good, clean, previously-owned, used; includes a closed package test fixture and a power cord. Sold "as is." Buyer is responsible for determining the suitability of this product for their application.
SOLD - Quantity Available:  One (1) each.


            
			


	  
 	[image: ]
 
			[image: ]
	 
            	Item Code:	TME-3229
	Model:	Seal Strength Tester F100-2600-3
	Manufacturer:	Test-A-Pack Systems (Carleton Technologies)
	Availability:	Sold
	Selling Price:	Sold
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            	Electrical Requirements:	100-240VAC, 50/60Hz, 0.5A; includes a power cord.
	Air Source:	70 to 100 psi.
	Three Operator-Controlled Tests:	Burst, Timed Creep, Creep-to-Burst (dual test).
	Air Quality:  Instrument Quality, Dry	Uncontaminated  (no vapor, water, or solids).
	Operating Temperature:	5Â°C to 43Â°C
	Storage Temperature:	-17Â°C to 51Â°C
	Timer Range:	1 to 999 seconds.
	Test Resolution:	Within Â± .2% full scale.
	External Dimensions:	11W x 16.5D x 6.5H inches (main unit)
	Net Weight:	10.5 lbs. main unit + accessories/manual/power cord.
	Shipping Weight:	73 lbs. due to box dimensions.
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	  Call us today for details. 
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